SERIES

POLYAMIDE 6 SOLID WHEELS
FOR HEAVY-DUTY LOADS
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mm mm kg CODE mm mm daN daN daN
100 35 026 681202 20 44 450 200 400
125 45 036 681203 20 58 700 200 650
150 45 050 681204 20 58 800 300 750
200 50 090 681206 20 58 1000 400 9200

H @ @i % SE C Ifi 4kim/h
@ @

mm mm kg CODE kg CODE mm mm. mm mm daN daN daN
100 35 033 683402 020 682202 15 40 35 1" 450 350 350
125 35 042 683403 029 682203 15 40 35 1" 500 450 450
125 45 061 683413 039 682213 20 56 47 13 700 400 650
125 45 060 683423 039 682213 25 56 47 13 700 400 650
150 45 0.74 683404 052 682204 20 56 47 13 800 455 750
150 45 073 683424 052 682204 25 56 47 13 800 455 750
200 50 110 683406 0.89 682206 20 56 47 13 1000 650 9200
200 50 108 683426 089 682206 25 56 47 13 1000 650 900
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SERIES

Standard-duty brackets NL - max carrying capacity 300 daN

Plate: electrolytically galvanised steel plate

Fork: electrolytically galvanised steel plate

Ball race ring: electrolytically galvanised steel plate
Dust seal: orange polyethylene

Swivel actions: double ball ring with grease lubrication
6) King pin: integrated with the plate and cold-riveted
Available with total front foot brake
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mm mm kg CODE kg [ CODE- kg CODE mm mm mm mm mm mm daN
125 45 148 684523 = 144 685113 = 170 486813 m 166 140x110  105x80 i 57 156 300
125 45 | 173 684873 = 169 685173 = 195 686863 = | 166 140x110  105x80 1 57 156 300
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Medium-heavy duty brackets P - max carrying capacity 350 daN

1) Plate: galvanised colonial steel plate

2) Fork: galvanised colonial steel plate

3) Ball race ring: galvanised colonial steel plate

4) Dust seal: orange polyamide

5) Swivel actions: double ball ring with grease lubrication
6) King pin: steel bolt in grade 8.8 steel and steel nut
Available with total front foot brake
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mm mm kg CODE kg CODE kg CODE mm mm mm mm mm mm daN
100 35 113 687522 ™ 074 gg5yy = 128 686012 = | 138 100x85  80X60 9 46 123 350
100 35 120 684972 = 081 685372 = 135 686952 = 138 100x85  80x60 9 46 123 350
125 35 135 684973 = 083 685373 .= 146 686953 = 161 100x85 80x60 9 48 123 350

Options available to order

Directional lock
for brackets
d. 150-200 mm
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SERIES

6 8n_ POLYAMIDE 6 SOLID WHEELS
FOR HEAVY-DUTY LOADS

Medium-heavy duty brackets P - max carrying capacity 750 daN

1) Plate: galvanised colonial steel plate

2) Fork: galvanised colonial steel plate

3) Ball race ring: galvanised colonial steel plate

4) Dust seal: orange polyamide

5) Swivel actions: double ball ring with grease lubrication
6) King pin: steel bolt in grade 8.8 steel and steel nut
Available with adjustable total rear foot brake
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mm mm kg CODE kg CODE kg CODE mm mm mm mm mm mm daN
125 45 228 687533 = 149 688533 = 283 686913 - 170 140x110  105x80 1" 70 156 650
150 45 296 687524 = 183 688524 m 314 686914 m 200 140x110  105x80 " 70 156 750
200 50 337 687526 m 191 688526 m 368 686916 m 250 140x110  105x80 1" 70 156 750
125 45 253 684993 I 174 685393 I 308 686933 m 170 140x110  105x80 1l 70 156 650
150 45 320 684974 I 207 685374 I 377 686954 mm 200 140x110  105x80 1 70 156 750
200 50 364 684976 = 218 685376 m= 392 686956 = 250 140x110  105x80 1l 70 156 750

Stainless steel medium-heavy duty brackets PX- max carrying capacity 750 daN
INAO

J
1) Plate: AISI 304 stainless steel
2) Fork: AlSI 304 stainless steel
3) Ball race ring: AlISI 304 stainless steel
4) Dust seal: orange polyamide
5) Swivel actions: double ball ring with grease lubrication
6) King pin: screw and nut in stainless steel A
Available with adjustable total rear foot brake

mm mm kg CODE kg CODE kg CODE mm mm mm mm mm mm daN
125 45 | 252 687033 = 110 687133 = 307 687233 = | 170 140110 105x80 1 70 156 650
150 45 |28 687014 = 142 687124 = 343 687224 = | 200 140110 105x80 11 70 156 750
200 50 |332 687016 = 188 687126 = 388 687226 == | 250 140110 105x80 1 70 156 750
Options available to order
@_,{ Directional lock
\-’i_ ~ = for brackets P
- d. 150-200 mm
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SERIES

68-

Electrowelded brackets EE MHD - max carrying capacity 900 daN

1) Plate: forged steel with integrated pin

2) Fork: deep-drawn legs electro-welded to the flange

3) Swivel actions: axial ball bearing and tapered roller bearing
4) Grease nipple

5) Anti-loosening system nut

Available with adjustable total rear foot brake
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mm mm kg CODE kg CODE kg CODE mm mm mm mm mm mm daN
125 45 | 326 688303 = 203 688403 = 414 688703 =| 182  135x110 105x80 11 51 157 650
150 45 | 350 688304 = 251 688404 = 438 688704 m| 210  135x110 105x80 11 60 157 750
200 50 |402 688306 = 304 688406 = 490 688706 =| 252  135x110 105x80 11 70 157 200
125 45 | 351 689303 = 228 689403 = 439 689803 = | 182 1354110 105x80 11 51 157 650
150 45 | 374 689304 = 275 689404 = 462 689804 = | 210  135x110 105x80 11 60 157 750
200 50 |422 689306 = 324 689406 = 510 689806 = | 252 135110 105x80 11 70 157 200

in electrowelded brackets EEG HD - max carrying capacity 1800 daN

1) Plate: forged steel with integrated pin

2) Fork: deep-drawn legs electro-welded to the flange

3) Swivel actions: axial ball bearing and tapered roller bearing
4) Grease nipple

5) Anti-loosening system nut
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mm mm kg CODE kg CODE mm mm mm mm mm daN

125 45445 | 935 688072 = 490 688172 = 210 175x140  140x105 14 50 1300
150 45+45 | 962 688074 = 52 688174 p= 223 175x140  140x105 14 50 1500
200 50450 | 1240 688066 == 760 688166 == 285 200x160  160x120 17 65 1800

Options available to order

- Directional lock
for brackets EE MHD
-EE HD - EED MHD - EES
MHD: see page 365-367
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